AG Series

Size (R~F) 70*70*25mm

{ General Specifications (—#Z#R18)

Motor : DC Brushless DC motor. BiE/ BERERERSE

Frame : Plastic (94V-0) MRl AR : 2BFB (94V-0)
Impeller : Plastic (94V-0) MRl EBEB (94V-0)
Bearing : Ball;Sleeve Bearing 8K [ RIK; = e
Weight :74 g BEE/74 &

¢ Major Characteristic Parameters (EE2 )

Model Bearing Rated Operating | Rated Rated R A Ele _ Maximum Sound= P-Q
o System Voltage Range Current Speed EAEE Static Pressure Level [ 4
- B BE RIFBE | FH Ea b BARE = !
Part NO. B/FIS \Y \Y A RPM m3/min CFM mm-H20 | In-H20 dBA NO.
AGE07025_12L BS 12 7.0~13.2 0.07 3000 0.85 30.00 3.90 0.15 27.0 (3)
AGE07025_24L BS 24 14.0~26.4 0.05 3000 0.85 30.00 3.90 0.15 27.0 (3)
AGE07025_12M BS 12 7.0~13.2 0.13 3600 1.01 35.60 5.50 0.22 32.0 (2)
AGE07025_24M BS 24 14.0~26.4 0.12 3600 1.01 35.60 5.50 0.22 32.0 (2)
AGE07025_12H BS 12 7.0~13.2 0.20 4000 1.13 39.90 6.80 0.27 37.0 (1)
AGE07025_24H BS 24 14.0~26.4 0.14 4000 1.13 39.90 6.80 0.27 37.0 (1)
AGE07025_12U B 12 7.0~13.2 0.30 5500 1.55 54.80 12.80 0.50 45.0 O
AGE07025_24U B 24 14.0~26.4 0.16 5500 1.55 54.80 12.80 0.50 45.0 O
*Function type is optional. (B INAE 4R 5L 2 0l 1#ERY) *All reading are typical values at rated voltage. (FTABEI9REETEEE M AIHNSE)
* Bearing (#17%) - B: Two Ball Bearing (R ¥%) F: Fluild Bearing (& /E) S: Sleeve Bearing (& ) Specification is subject to change for upgrating without notice
. . /“____\..\
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