BGE Series

Size (R~F) 97*97*33 mm
B General Specifications (—E##)

Motor : DC Brushless DC motor. IR | 7 B ) 4 ) B 22

Frame : Aluminum M AE : §R

Impeller : Plastic (94V-0) MRl EE BB (94V-0)
Bearing : Ball;Sleeve Bearing 8K [ RIK; = e
Weight : 150 g E2/150 %

T
N
mMajor Characteristic Parameters (FZEZ2%)

Model Bearing Rated Operating | Rated Rated ngimum Maximum Static Sound P-Q
ey System Voltage nRanqe Current Spged /ilr Flovi IZressurg Level e
TS R HRIFEERR B R KR N LR =g
Part NO. B/F/S \% \% A RPM m3/min CFM mm-H20 In-H20 dBA NO.
BGE09733_12L BS 12 7.0~13.2 0.21 2200 0.46 16.30 6.20 0.24 43.0 (4)
BGE09733_24L BS 24 14.0~26.4 0.14 2200 0.46 16.30 6.20 0.24 43.0 (4)
BGE09733_12M BS 12 7.0~13.2 0.32 2700 0.57 20.10 10.30 0.41 45.0 (3)
BGE09733_24M BS 24 14.0~26.4 0.18 2700 0.57 20.10 10.30 0.41 45.0 (3)
BGE09733_12H BS 12 7.0~13.2| 0.60 3600 0.82 28.80 22.00 0.87 52.0 (2)
BGE09733_24H BS 24 14.0~26.4 0.32 3600 0.82 28.80 22.00 0.87 52.0 (2)
BGE09733_12U B/S 12 7~13.2 1.02 4200 0.95 33.60 29.94 1.18 188.0 (1)
BGE09733_24U B 24 14~26.4 0.53 4200 0.82 28.83 22.04 0.87 52.0 (1)
BGE09733_12V B/S 12 7~13.2 1.75 5500 1.07 37.75 37.80 1.49 193.9 O
BGE09733_24V B 24 14~26.4 0.90 5500 0.82 28.83 22.04 0.87 52.0 0O
*Function type is optional. (H:' & ThAEFERIE AT AT ) *All reading are typical values at rated voltage. (P75 809 A 3EE B EE NI 280

* Bearing (fifi7X) B: Two Ball Bearing (k) F: Fluild Bearing (% EX) S: Sleeve Bearing (&)

Air Flow [m3/min]
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