
IGE Series

Size (尺寸) 120*120*38 mm

▓General Specifications  (一般規格)

    Motor      : Shaded pole AC motor.     馬達 / 交流蔽極式馬達

    Frame    : Aluminum      材料 / 框 : 鋁

    Impeller : Plastic (94V-0)      材料 / 葉 : 塑膠 (94V-0)

    Bearing  : Ball;Sleeve Bearing      軸承 / 滾珠;含油軸承

    Weight   : 0.53  Kg      重量 / 0.53 公斤

 Major Characteristic Parameters

Model
Bearing

System

Rated

Voltage
Weight

Part NO. B / S V  Kg

IGE12038_1L B S 115 50 / 60 10 / 8 2150 / 2300 2.04 / 2.21 72 / 78 2.29 / 3.30 0.09 / 0.13 26 / 27 0.53

IGE12038_2L B S 230 50 / 60 10 / 8 2150 / 2300 2.04 / 2.21 72 / 78 2.29 / 3.30 0.09 / 0.13 26 / 27 0.53

IGE12038_1M B S 115 50 / 60 13 / 11 2400 / 2600 2.24 / 2.41 79 / 85 3.56 / 5.33 0.14 / 0.21 36 / 37 0.53

IGE12038_2M B S 230 50 / 60 13 / 11 2400 / 2600 2.24 / 2.41 79 / 85 3.56 / 5.33 0.14 / 0.21 36 / 37 0.53

IGE12038_1H B S 115 50 / 60 17 / 15 2800 / 3100 2.69 / 3.11 95 / 110 6.35 / 7.62 0.25 / 0.30 43 / 44 0.53

IGE12038_2H B S 230 50 / 60 17 / 15 2800 / 3100 2.69 / 3.11 95 / 110 6.35 / 7.62 0.25 / 0.30 43 / 44 0.53

*All reading are typical values at rated voltage *Specifications are subject to change without notice

* Bearing system  B: Two Ball Bearing  S: Sleeve Bearing
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Maximum Static Pressure Sound Level

Hz WATT RPM m3/min CFM mm-H2O in-H2O dBA

120

Freq.
Input 

Power

Rated 

Speed
Maximum Air Flow

H
ML


